AMROTEC® AM-60CV CURRENCY COUNTER

PORTABLE: Compact footprint design and integrated VERSATILE: Full range of counting method.
carrying handle. Modes — free count, batch count, addition
ECONOMICAL: Outstanding performance at an affordable PROBLEM-FREE: Self-diagnosis with easy-to understand
price. alarm and error messages.
FAST: Counts 90,000 Notes Per Hour (approx) LOW-MAINTENANCE: Permanently lubricated motor and
VALUE: Denomination values by denomination selection, sealed membrane switches.
displays values, total value and grand Total. ACCURACY: Highest accuracy in counting with error
PRINT: Prints denomination value and grand total. detection and low false alarm with Dual Magnetic Sensor and
SOFTWARE: AMROTEC Cash Settlement Software Special UV counterfeit detection.

SPECIFICATIONS:

Counting Speed:

600, 1000, 1500 NPM or 600, 1200, 1600 NPM

Display Type:
LED 3 digits Batch, 4 digits Count & 9 digits Value display

Document Size Limit:
50 x 90mm to 109 x 184mm approx

Note Hopper Capacity:
400 New Notes, 300 Old Notes

Stacker Capacity:
300 New Notes, 250 Old Notes

Batching:
Variable batching from 1 — 999

Error Detection:
J Double, Chain, Half-note, Jam Note, Width.
AM-60CV _ _
Counterfeit Detection:
Dual Magnetic Sensors and Special Ultra-Violet Sensor

Currency-Counting Glossary
Temperature:
BATCH: A group of notes to be processed together. 0to 40° C
WIDTH DETECTION: Detect a note’s variation from std.
Width. Useful for international currencies with different

width. Dimension: LXW XH

NPM: Note Per Minute 11"x 10" x 7.6" approx
VALUE: Single Denomination value by manually selecting
of denomination. Designed for US banknotes. Net Weight:

17.6lbs (8Kgs)
c @ Us F@ f d Power Source:

L 115V/60Hz, 230V/50Hz
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